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01 | Pathway

02 | All Terrain

03 | Afterglow

04 | Broadway

05 | Silver Stunner

06 | Black Umber

07 | Cultured

SPECIFICATIONS

Supplier Barrett

CONSTRUCTION

Fiber system #$' 4APMVUJPO EZFE OZWN
Construction Multi level scroll loop

Standard backing systehd C F'$/d&uai-

Pile weight 22 0z%y 746 gfn

Pile height 0.127/0.20” 3 mm/5 mm

Gauge 5/64 50.4 rows/10 cm

Stitches 10 s.p.i. 39.4 stitches/10 cm
Density 5200 10.3 kiloteX/cm

SUSTAINABILITY
CRI/CCI air quality testGreen Label Plus GLP 2116
Environmental awarenddggible for any recycling program

PERFORMANCE
Static generation 3.0kV or lessss
Flammability 3BEJBOU 1BOFMJIs4bu @&mvF 0

.FUIFOBNJOF 1JMM 0 %0% "
Colorfastness to light 5.0 ""5s3

INSTALLATION

Modular si@ex) 19.7" x 19.7" 50 cm x 50 cm
Packaging 20 tiles/carton 6 Ycarton
57 Ibs/carton 28 cartons/pallet

Recommended adhesigarrett | Premium AtBiean301
Installation method Quarter-Turn, Monolithic, Ashlar and Brick

WARRANTIES
Lifetime warranties $PNNFSDJBM 8FBS
TFF GVMM UFYU GPBaekingirerformance

The natural characteristics of geometric or linear patterns in carpet tile can resul
double-light lines at the seam and to some degree a pattern run-off or bias. This is
defect. These characteristics should always be taken into consideration when cho
NFUIPE PG B NPEVMBS DBSQFU 8IJMF TFMFDU TU
they are not an exact match since the equipment used in the manufacturing of both
different. Refer to krausflooring.com/barrett for the most current specifications.
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